
สินคา้  WM22-DIN 

ประเภท: เคร่ืองวดัพลงังานไฟฟ้า (Energy Meter 

ประเภทสินคา้: Energy Meter 

ยีห่อ้ carlo gavazzi 

สเปคสินคา้ 

WM22-DIN  

การติดตั้ง: ติดหนา้ตู ้ขนาด 96x96mm 

ไฟเล้ียง: A: 24VAC -15+10%, 50-60Hz,   B: 48VAC -15+10%, 50-60Hz 

             C: 115VAC-15+10%, 50-60Hz,   D: 230VAC-15+10%, 50-60Hz 

            4: 18 to 60VDC,   5: 77 to 143VDC 

ยา่นการวดั :   AV0: 208VL-L/20(100)AAC,    AV1: 400VL-L/20(100)AAC  

                                   AV3: 660VL-L/20(100)AAC ,   AV4: 208VL-L/5(10)AAC 

                                   AV5: 400VL-L/5(10)AAC,       AV6: 100VL-L/5(10)AAC 

                    AV7: 660VL-L/5(10)AAC,        

                                  Self Power Supply: 

                                AV2: 220VL-L/20(100)AAC ,    AV8: 208VL-L/20(100)AAC  

                              AV9: 400VL-L/20(100)AAC           

      กระแสท่ีวดั: ต่อผา่น CT/5A สูงสุดได ้5.00A 

 

 

 



 

Product :WM22-DIN 

Type: Energy Meter Analyzer 

Product Type: Energy Meter 

Brand carlo gavazzi 

Product specification 

WM22-DIN  

Installation: size 96x96mm 

Power supply: 100-220 VAC 

Measuring range: AV0: 208VL-L/20(100)AAC,    AV1: 400VL-L/20(100)AAC  

                                   AV3: 660VL-L/20(100)AAC ,   AV4: 208VL-L/5(10)AAC 

                                   AV5: 400VL-L/5(10)AAC,       AV6: 100VL-L/5(10)AAC 

                    AV7: 660VL-L/5(10)AAC,        

                                  Self Power Supply: 

                                AV2: 220VL-L/20(100)AAC ,    AV8: 208VL-L/20(100)AAC  

                              AV9: 400VL-L/20(100)AAC 

Measured current: connected through CT/5A, maximum 5.00A 

 


